
RTA FRAMELESS ROLL-OUT TRAY INSTALLATION INSTRUCTIONS 

Parts Included:
1-Rollout Tray
1-Set of So�-close Glides
2-Glide Moun�ng Blocks 
6- #8x10mmFlatHeadEuro Screw
6- #8x 5/8 Flat Head screw 

 
Tools Needed:
Phillips Head Screwdriver
Tape Measure
Level
Pencil
Power Drill 

6 - #6x1” Screw
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BEFORE YOU BEGIN 

• Empty the Cabinet: Remove all contents from the cabinet 
before installing the roll-out tray/s. 

• Check Parts: Unpack all components and confirm that all 
parts are included. 
Hinge Clearance: Note the position of the hinges before 
starting. Roll-out trays must clear all hinges during 
installation. 

• 

• Measure Cabinet: Measure the width and depth of the 
cabinet interior to ensure compatibility with the chosen 
roll-out tray. 

Marking the Roll-Out Tray Position: 

1. Position the Tray: Place the tray inside the cabinet to 
ensure proper fit. WARNING: The drawer requires a 
minimum of 5-3/4 inches clearance above the Glide 
Mounting Block for drawer clearance. 

2. Mark the Location: Measure 5-1/4” down from the 
bottom of the bridge support and mark the location with 
a pencil. 

UB-ROT Instructions for Frameless White, Dove White, Storm Grey,  Ivory White, Ambrose and Navy Shaker
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3. Repeat Marking: Repeat the marking process on the
opposite side of the cabinet. 

1. Align and Level: Position the Glide Mounting Block 
against the cabinet wall according to the markings. Ensure
the predrilled openings face the installer. Use a level to
ensure it is straight and level. 

2. Attach the Block: Secure the Glide Mounting Block to the 
cabinet wall using the provided mounting screws (#6-1”
Wood Screws). ENSURE THE GLIDE MOUNTING BLOCK IS
LEVEL BEFORE FASTENING. 

3. Repeat: Repeat the process on the opposite side of the 
cabinet. 

Attach the Soft-close Glides to the Glide Mounting Block: 

1. Secure Glides: Once both Glide Mounting Blocks are 
secure, attach the Soft-close Glide mechanism. 

2. Position Glides: Align the larger screw openings of the 
Glides with those on the Mounting Block. 

3. Attach Glides: Use the provided mounting screws (#8-
5/8” Wood Screws) to attach the Glides to the Mounting 
Block. 

4. Repeat: Repeat on the opposite side of the cabinet. 

Installing the Roll-Out Tray: 

1. Extend Glides: Pull the glide arms out to full extension. 
2. Position Drawer: Place the drawer as far back onto the 

glides as possible. 
3. Secure Drawer: Gently push the drawer into the glides 

until it clicks. 
4. Test Operation: Slide the tray in and out several times to 

ensure smooth operation. 
5. Check Alignment: Check for any obstructions or 

misalignment hindering movement. 
6. Adjust if Needed: Make necessary adjustments to ensure 

smooth operation. 

Installing the Glide Mounting Block: 


